Adding a Logo to VS View
Reports and Labels




Adding a Logo to VS View Reports and Labels

Go To ‘Start” -> ‘All Programs’ -> ComponentOne Studio -> VSVIEW
8.0 -> Reporting Edition -> Report Designer.

This will open the window below, double-click vsrpt8.exe.

| M = | bin

Home Share View

N > ThisPC » Windows7_0S(C:) » Program Files (x86) > ComponentOrie Studio > VSVIEW 8.0 > Reporting Edition > bin

Name Date modified Type

s Quick access
I Desktop + [ vspt8
4 Downloads

Ef] Documents

2/26/2003 2:15 PM Application
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Adding a Logo to VS View Reports and Labels

Folder Options

General View  Search

Folder views

7 You can apply this view (such as Details or Icons) to
all folders of this type.

| Apply to Folders |

Reset Folders

Advanced settings:

Files and Folders A
[] Always show icons, never thumbnails
[] Aways show menus

Display file icon on thumbnails
Display file size information in folder ti

hidden files, folders, and drives
Hide empty drives

Hide extensions for known file types

Hide folder merge corflicts v

: Restore Defaults

0K Cancel Apply

Open Windows Explorer and press ‘Alt’ to
show the menu bar

/

Click Tools” -> ‘Folder Options’ -> View’
Check the button beside ‘Show hidden
files..” (This only needs to be done once).
Click ‘Apply” and then ‘OK'.

In VSReport click ‘Open’ and browse to the
following location:

www.jgroptics.com

C:\ProgramData\JGR\MS12001\Template
S

Scroll until you find Label.xml and click
Open
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Adding a Logo to VS View Reports and Labels

Double click the desired label and then click on the ‘Design’ icon to start
editing that template.

[ VSReport Designer - [C:\Usérs\Ryan\Desktop\Label xml]
| Ele Edit Format” View Help

D@ sE(axX|[s B2 &2 [[h|«dsrF| 4E|\ ofHS

JI&[EI:@ 5| E = B

|| & ST o |5 805|020 | & % &

B Bidirectional dual-wavelength

B Bidirectional single-wavelength
[B Con. A dual-wavelength

[B Con. A single-wavelength

B Con. B dual-wavelength

[B Con. B single-wavelength

B Standard dua-vaveength

[B Standard single-wavelength

[B Unidirectional dual-wavelength
[B Unidirectional dual-wavelength ...
B Unidirectional single-wavelength
[B Unidirectional single-wavelengt...
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Adding a Logo to VS View Reports and Labels

This brings up the design window.

[ VSReport Designer - [C:\Users\Ryan\Desktop\Label xml]

| File Edit Format View Help

DB FE|BX 4 BE

A&\ OB F

(h [ daabl | 2
| o o

RR &= EEe ||| B & ST @ 0|5 805 | d| 2 5
[3 Bidirectional dual-wavelength I - T R S B - A B SN
[ Bidirectional single-wavelength = Header
B Con. A dual-wavelength [ lPart number: [DUT Part Number]g
B Con. A single-wavelength - |serial number: |If{[Fixed Serial Ngmber] =", TRINI([Incremental S¢rial Number]),
B Con. B dual-wavelength te: [Measuren;'lent Date] :
B Con. B single-wavelength = Page Header
[ Standard dual-wavelength N [Wavelerigth 171000000060 & “nm" | lIF(BVavelength 2] <=-1,[Wavelength
[E Standard single-wavelength : End A EndB End A End B

- . C = IL | Refl. IL i| Refl.
[ Unidirectional dual-wavelength Fiber IL |Reﬂ. IL |Reﬂ. IL IRefI. IL |Reﬂ.§
[ Unidirectional dual-wavelength ... =  Detai
[ Unidirectional single-wavelength [_ l_[Fibed [-I}ctan;ceFI EndAictancel[ll;EndE*ctancel E}dance[ll EndA{cta;ncel[ll EndE}ctance'%
[ Unidirectional single-wavelengt... @ Page Footer

@ Footer
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Adding a Logo to VS View Reports and Labels

and drag on the border of the page to expand.

number, Date) of the header to select them.

label should look like the image below.

Next, drag a box over the elements (Part Number, Serial

Before adding a Logo, we need to make some room for it. Click

Finally, drag the selection to the right to make some room. The

[8# VSReport Designer - [C:\Users\Ryan\Desktop\Label.xml] *

| Eile Edit Format View Help

D@ sR BX| 2R [2(2 [[h|«dzr Q@ \o/B8

|Cang | |

BRI N EIEE T IEET

B Bidirectional dual-wavelength

[ Bidirectional single-wavelength
B Con. A dual-wavelength

B Con. A single-wavelength

& Con. B dual-wavelength

B Con. B single-wavelength

B Standard dual-wavelength

[B Standard single-wavelength

B Unidirectional dual-wavelength
B Unidirectional dual-wavelength ...
B Unidirectional single-wavelength
B Unidirectional single-wavelengt...

www.jgroptics.com

[

| ...... 1 - - a0 2 - - 3 - - - 4 - - [ & - / 1
= Header
M Part number: [DUT Part Number]
Serial number: |If([Fixed Serial Number] =", TRIM([Incremental Seriaj Number]),
Date: [IMeasuremenit Date] : ‘
=4 {=] [¥]
[ [Wavelerigth 1]*1000000000 & "nm" | IIF(EVavelength 2] <=:-1Wavelength |}
End A End B End A EndB |
= IL | Refl. IL i| Refl.
Fiber IL | Refl. | (I | Refl. IL [Refi.| 1L |Refi|i
= Detail

[-l}man;ceFI EndAictanceI[llEEndE-)}ctancel E}ctancepl End.AIc’ta?cel[ll Endﬁ}ctanceig

@ Page Footer

@ Footer
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Adding a Logo to VS View Reports and Labels

* Click on the image’ command in the toolbar.

Eéf' VSReport Designer - [C:\Users\Ryan\Desktop'\Label.xml] * \
j [8% Open X
J Lookin:l.Desktop 34—@]@' 'Illlxl;’:n&?"\ D’E“l =
J JUI‘ |CCP A ’ E é ‘ ot Ik >+ | % 5‘!;’? l%?
E Trtics 147KB 8 - -1 - - - 2 - 3 - s 5 - - - L 7
‘ JG mg File jdet
B oores 23“‘? XB Part number: [DUT Part Number] i
E Serial number: IIf([leed Serial Number] ", TRIM([Incremental Seriai Number]),

logo : :
E JGR PG File Date [Measuremerst Date]
B "Tetics| 327KB ~ i H i H H
£ & Header ] ]
g Fiename: flogo | Open | [Wavelerigth 111000000000 & nm" [ lIF(fWavelength 2] <>-1Wavelength |:
! L | rest End A End B i | ren End A EndB |
. Files of type: Al Picture Fles =] Earce "I [Refi.| I |Ref. "I [Rren.| IL [Ren.| '
B Unidirectional sinal I: - = Detail

e OnatSINgELWavVEICg [Fibe [fctaricefll EndAlctance|iEndBfctanc Efctance]ll EnaActance][l EnaBfctance]:
[E Unidirectional single-wavelengt... |_[ 1 ' : e' dAl el = B* el * e’ dAi = el[ B} ei |.
@ Page Footer
@ Footer

* Navigate to the desired image, select it and press ‘Open’. Images
must be in .jpeg format.
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Adding a Logo to VS View Reports and Labels

Draw the image to the correct size. Since the images cannot be
resized, they must be the correct size prior to adding them to the
label. As reference, the Logo in the image below is 80 x 80.

[8# VSReport Designer - [C:\Users\Ryan\Desktop\Label xml] *
| Ele Edit Format View Help
DS F@[EX| BR[| &(2 |[h|adzr(aR@ \ o B

RN &z @Es [[w%|p s 0|2 unﬁmH o | & & &
@ Bidirectional dual-waveleng‘th ............. 2 - - -1 - - - T s - - - - - 5 - - - 1 - - - 5 - - - 1 - - - 7 - -
[ Bidirectional single-wavelength F Header
[E Con. A dual-wavelength B Part number: [DUT Part Number]
B Con. A single-wavelength : J G R Serial number: |if([Fixed Serial Number] = ™", TRIM([lncremental Seria} Number]),
B Con. B dual-wavelength - Date [Measuremem Date] :
[B Con. B single-wavelength ’ op ®Tptics cs :
[B Standard dual-wavelength E  Page Header
B Standard single-wavelength [ [Wavelerigth 11*1000000000 & "nm" [ IIF(&Vavelength 2] <=-1 [Wavelength |: “
B Unidirectional dual-wavelength : End A End B End A End B H
- = IL | Refl. IL | Refl.
[B Unidirectional dual-wavelength ... Fiber IL [Refl.| Il |Refl. IL |Refl.| 1L |[Refl |
[B Unidirectional single-wavelength = Detai
B Unidirectional single-wavelengt... [ l_[Fibefl [-I*ctart;cepl EndAlctanceIﬁEEn_clB}ctancel E}ctanceFl EndA{da?ce'[llE_ndB}ctance'E I-
@ Page Footer
@ Footer
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Adding a Logo to VS View Reports and Labels

* Finally, save the new label into the same folder as the original
template. (File -> Save As)

[e# Save As X
Save in: I I Desktop j - ek B~
i A
;"?‘_;::"1-
Tutorial Label Report v
File name: lnew Label Save
Save as type: IReport Definition Files (*xml) LI Cancel y
Z

* The new label template is now ready to use.
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