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Searching Results by Measurement Date
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Go to the “Browser” Tab.
Go to “Filter Builder”.

Please select a filter from the available list.

I_ j‘ Use the filter to define or modify a filter you may use the Filter Builder.
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Searching Results by Measurement Date

1. Click “Add” to create a new Mz
filter. [ + X ~

Copy To

2. Create a name for the filter.
3. Under “Field Name”, you can e s v
select the type of filter and the | B |
Operatlon . Dum_MeasurementDate BETWEEN '05/31/2018 00:00.01' A » [ S b s ettt Tt

may be combined using AND or OR operators.
Please make sure to insert each expression
by using the appropriate button.

To view results from specific days,
use the following structure:

<| i ]

Dum_MeasurementDate BETWEEN

'05/31/2018 00:00.01' AND '05/31/2018 h
23:59.00’
Test Reflectance
. [V Test 1L ;
4. Select display values. :::;:g’;"m_‘:'nfz:;”“'""e'
5. Select the sorting criteria from e v is
one of the selected display ity
value. D omaiis Important ,
The fields in the sorting criteria must first be selected from in
: the Field Selection list.
In this example IL, RL value, serial O ’ v ” -r\. ” g
number and measurement date are ; . e i e

selected to be displayed.
Ascending measurement date is

the order selected as the sorting
criteria. JGR
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Searching Results by Measurement Date

1.
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Find the filter created
back in the “Browser”
tab.

Current filter created on: 31/05/2018 8:56:26 AM
In a multi-user environment, you may have to click on the Refresh
button to retrieve the most recent data. Use the filter to define or
modify a filter you may use the Filter Builder.
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